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COMHUMNICATIONS

Name Model No. of cams Bandwidth (View, Rec, Event) Storage (31 days)
1 minidome kamer: AXIS 216MFD 29 106.6 Mbit/s, 0 bit/s, 41.0 Mbit/s 13.1TB
2 dome kamera AXIS 233D (PAL) 1 3.6 Mbit/s, 3.6 Mbit/s, 0 bit/s 1.17TB
Name Model No. of cams Bandwidth (View, Rec, Event) Storage (31 days)
Project summary 110.3 Mbit/s, 3.6 Mbit/s, 41.0 Mbit/s 14.2TB
Project summary 110.3 Mbit/s, 3.6 Mbit/s, 41.0 Mbit/s 14.2TB
Camera Storage

Camera
Name Image scenario Audio Model No. of channels
|dome kamera | |Schoolyard (night option) - [ AXIS 233D (PAL) v| |1
»" Viewing

Frame rate Resolution Compression type Compression Bandwidth

fps MPEG-4 v [0 T¥] Kbit/s

|+ Continuous recording

Record for Frame rate Resolution Compression type Compression Bandwidth

[24 =]h [25 w|fps MPEG-4 ¥ [0 ¥] 3721 | bits

Event recording

Alarm Frame rate Resolution Compression type Compression Bandwidth
[30 =% [t =]fps 704x576 4CIF _ w MPEG-4 »| [0 ] 248 Kbit/s
Remove this camera Add new camera
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